
6MTT250 Getriebe 
Frontantrieb, 6-Gang, front-quer

Besonderheiten 

»	 Hervorragendes Verhältnis von Drehmoment zu Gewicht 

»	 Kurze Installationslänge möglich

»	 Flexible Gangradübersetzungen

»	 Installation mit geringem Aufwand

Anwendungen

»	 Fahrzeuge mit Frontantrieb im Kleinwagen- und   

	 Kompaktklasse-Segment  

HauptMerkmale

»	 Max. Drehmoment	 285 Nm

»	 Gewicht (trocken)	 38 kg

»	 Installationslänge	 378 mm 

»	 Eingangswelle - Differenzial	 184 mm 

» 	Gesamtübersetzung 1. Gang	 11,5 – 15,9

»	 Getriebespreizung	 6

»	 Zulässiges Gesamtgewicht/mit Anhänger	 2.200 kg/3.400 kg

»	 Schaltung	 Seilzugschaltung

»	 Sonstiges	 2 ½-Wellen-Design
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6MTT250 Transmission 
Front Wheel Drive, 6-speed, transverse

Key Benefits

» Superb torque weight ratio

» Very compact design

» Fully flexible gear wheel ratios

» Easy to install

Applications

»	 Front Wheel driven vehicles in small car and compact car segment

Key Features

»	 Max. torque capacity	 285 Nm 

»	 Weight (dry)	 38 kg

»	 Installation length	 378 mm 

»	 Input shaft - differential	 184 mm

» 	Total gear ratio 1st gear	 11.5 – 15.9

»	 Gear spread ratio	 6

»	 Max. gross vehicle mass/gross trailer mass	 2,200 kg/3,400 kg

»	 Shifter system	 cable shift

»	 Miscellaneous	 2 ½ shaft design
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